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- Technical Specifications

Model
Wash tank
Construction
Water softener

Rinse aid dispenser

Detergent dispenser
Rack size

Door clearance
Cycle duration

Wash pump
Total power
Power connection
Outlet hose connection

Inlet hose connection

46 x 52 x H 68 ¢cm

C 46¢

Self-cleaning

Single wall

Available

Yes

option

400 x 400 @ 400 mm
280 mm

120 - 180 - 240 sec.
2L

125 L

4L

3200 W

2000 W

350 W

3550 W

230 V ~50 Hz

D 28 mm

34" G (2-4 Bar)

53 x 60 x H 75,5 em

C 53¢

Self-cleaning
Single wall
Available

Yes

option

450 x 450 mm
270 mm

120 - 180 - 240 sec.
L E

e

nl

4000 W

2000 W

550 W

4550 W

400 V 3N ~50 Hz
@ 31 mm

3/4" G (2-4 Bar]

Self-cleaning
Single wall
Available

Yes

option

500 x 500 mm
330 mm

120 - 180 - 240 sec.
35L

0L

75L

3000 W

2000 W

550 W

3550 W

230 V ~50 Hz
@ 31 mm

3/4" G (2-4 Bar)

C6E and CE0E with Break Tank system mounted on request.
The Break Tank System assures steady temperature and pressure during the rinse phase. The machine is totally independent from the water supply,
thus furthermore preventing any contamination of the water in the mains due to backflows from the machine.

- %
A ce product — complies with European standards.

BfoonveED

C 60k
Self-cleaning
Single wall
Awvailable

Yes

option

500 x 500 mm
330 mm

120 - 180 - 240 sec,
351

0L

15L

4000 W

2000 W

750 W

4750 W

400 V 3N ~50 Hz
@31 mm

3/4" G [2-4 Bar)
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